MONROE COUNTY
PUBLIC WORKS
DEPARTMENT

NOTES:
1. WHERE THE INTERSECTION ANGLE # IS
   90⁰ OR LESS, DIMENSION "A" CONTROLS.
2. WHERE THE INTERSECTION ANGLE # IS
   OVER 90⁰, DIMENSION "B" CONTROLS.
3. WHERE MORE THAN ONE ACCESS POINT IS
   ALLOWED AND HAS BEEN COMBINED INTO
   ONE, THE MAXIMUM WIDTH SHALL BE 35'.

<table>
<thead>
<tr>
<th>LOCATION</th>
<th>DIMENSION</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>25' MIN.</td>
</tr>
<tr>
<td>B</td>
<td>20' MIN.</td>
</tr>
<tr>
<td>C</td>
<td>5' MIN.</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>U.S.I DETAILS</th>
</tr>
</thead>
<tbody>
<tr>
<td>LOT WIDTH</td>
</tr>
<tr>
<td>ABUTTING RD.</td>
</tr>
<tr>
<td>LESS THAN 65'</td>
</tr>
<tr>
<td>65' - 200'</td>
</tr>
<tr>
<td>200' +</td>
</tr>
<tr>
<td></td>
</tr>
</tbody>
</table>

GUTTER LINE OR
Pavement EDGE

DRIVEWAYS ARE NOT
TO BE CONSTRUCTED
WITHIN THESE LIMITS.

NOTE: SEE ROAD DETAILS R-822B-R-83
WHEN C & G ROADWAY IS SPECIFIED

SPECIAL ROAD
DETAIL

COMMERCIAL
AND INDUSTRIAL
DRIVEWAY
SPACING

8 R

SHEET 80

CONCRETE DRIVEWAY
ASPHALT DRIVEWAY

ITEM
R.2
R.70

CROSS REF. SPEC REF.
NOTE: WHERE POSSIBLE, A LEFT TURN STORAGE LANE SHOULD BE PROVIDED FOR ACCESS TO THE SHOPPING CENTER.